
CCT
SET

H21.114.V1K

ANTI-SHOCKUV-TREATED RECYCLABLE

IECEE CB
SCHEME

DOUBLE
INSULATION

8,5W
920 lm
100-240V
50/60 Hz

2700K/4000K/6500K

= 75W
INCANDESCENT

CCT
SET

6,5W
800 lm
100-240V
50/60 Hz

2700K

= 60W
INCANDESCENTCLEAR (X) OPAL (Y)BLACK (A) GREY (L) WHITE (W)

6,5W
FILAMENT

2700K H21.240.F1R

8,5W CCT
SET H21.240.V1K

E27 H21.240.E27

6,5W
FILAMENT

2700K H21.114.F1R

8,5W CCT
SET H21.114.V1K

E27 H21.114.E27

6,5W
FILAMENT

2700K H21.125.F1R

8,5W CCT
SET H21.125.V1K

E27 H21.125.E27
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ANTI 
CORROSION

UV-RAYS 
STABILIZED

DOUBLE 
INSULATION

NOT AFFECTED 
BY CHEMICAL 
FERTILIZES

NO 
MAINTENANCE

STEEL

RESIN

EXPANSE

8,5W
920 lm
100-240V
50/60 Hz

2700K/4000K/6500K

= 75W
INCANDESCENT

CCT
SET

6,5W
800 lm
100-240V
50/60 Hz

2700K

= 60W
INCANDESCENTCLEAR (X) OPAL (Y)BLACK (A) GREY (L) WHITE (W)

6,5W
FILAMENT

2700K H21.242.F1R

8,5W H21.242.V1KCCT
SET

6,5W
FILAMENT

2700K H21.305.F1R

8,5W H21.305.V1KCCT
SET

6,5W
FILAMENT

2700K H21.306.D20.F1R

8,5W CCT
SET H21.306.D20.V1K

6,5W
FILAMENT

2700K H21.306.D30.F1R

8,5W H21.306.D30.V1KCCT
SET
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